
PDF Pattern Symbols

This house symbol can be found on one or both sides of each pattern page. When 
assembling your pattern, match each house to the house with the same number. The 
roof should always point up.

The smaller house symbol is used to match up the top and/or bottom of each pattern 
piece by row.

How to assemble your PDF pattern

Assembly Instructions

1. Print out page 1 of your PDF pattern. Make sure your 
printer is set to print the image at 100% and.or that scalling 
is turned off

2. Measure the 3”x3”(7.6cm x 7.6cm) test square. If it is 
not the correct size, check your printer settings and make 
sure that your pdf is printing at 100% and that ‘shrink to fit’ 
is not selected.

3. Print the rest of your pattern pages and try to keep 
them in order if you can.

4. Lay out the first page. It will have a house symbol on 
the left that says ‘row 1’ and half a house with a #1 on the 
right.

5. Pick up the next page and trim along the left side. 
Tape it down to the first page, aligning the borders and 
matching the house symbol.

6. Continue with the following pages until your right-
side house says “next row”. The next page will be taped below 
the starting page.

7. Trim off the top edge of this piece. Tape it down to the 
1st piece of the first row, aligning the borders and matching 
the small house.
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Pattern Layout
Once assembled, your printed pattern will resemble the image below. Not including 
instructions, the pattern is 10 pages. The pattern is sized for Letter or A4 paper.

8. Trim both the top and left edge of the 2nd piece in row 
2. Tape this piece down, aligning the borders and matching 
both the numbered house on the vertical border and small 
house on the horizontal border.

9. Trim the top and left sides of the next few pieces until, 
until you reach the “next row” house symbol.

10. Tape and align the rest of the pages by in each row as 
you did for the first two. When you reach your last piece, you 
will see a house that says ‘done’!

Note: Some patterns include smaller pieces like pockets or 
facing nested within other pieces to save space and paper. If 
you plan to cut your printer paper pattern once taped, simply 
trace the nested small piece or print out the corresponding 
pages for just that piece and tape together.



























instructions
Cut out all pattern pieces. Substitute the 
new yoke piece for that included in the 
original pattern.

Complete steps 1-17 from your pattern 
instructions, then follow these instructions 
to fi nish sewing.

1. Trim away the curved edge of your front 
and back hems. To do this, draw in a chalk like 
that connect the hem point at each side seam 
and cut along this line.

2. Sew sleeves to original sleeve hem using a 
1/2” seam allowance. Optional: fi nish with FF or 
fff seam.

3. Sew front and back hem bands to the 
original front and back hems.

4. Starting from the sleeve wrist, sew up 
both side seams and fi nish with your seam 
allowances with a FF or fff seam (or the seam 
fi nish of your choice).
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5. Hem your sleeves by folding up 1/2” 
twice, then edgestitching along the fold.

6. Hem your dress by folding up 1” twice, 
then edgestitching along the fold.

7. Give your dress a final press and admire!

Notes
This renovation creates sleeves that 

are fitted, but still comfortable. However, 
the fit and comfort will also depend on 
your arms and their measurement. The 
pattern given here has the following sleeve 
measurements:

A 12 3/4 F  13 3/8

B 12 7/8 G 13 5/8

C 13  H 13 3/4

D 13 1/8 I 13 7/8

E 13 /4  J 14

Measure your bicep and add 1” (If another 
part of your arm is wider than your bicep, 
measure at that point instead). This adds 
minimum ease for comfort. See how your 
measurement + ease compares and if your 
sleeve will fit comfortably. Some people 
may want a bigger sleeve. 

To accomplish this, simply trim off more 
of the original sleeve hem, which will 
widen the sleeve. Then, widen your new 
sleeve to match the measurement of the 
trimmed sleeve edge. You may also choose 
to lengthen your new sleeve by however 
much you trimmed off of the original.


